
GEANIE  detector positions for 1998-1999 running
Det.  Distance to Error Distance to Error Distance to front Error Distance to front Error
Pos. Phi Theta Error front of Ge (in) (in) front of Ge (cm) (cm) of Pb coll. (in) (in) of Pb coll. (cm) (cm)

A 29.0 -152.8 0.50 5.675 0.035 14.415 0.089 2.736 0.035 6.949 0.089
B -29.0 -154.0 0.25 5.686 0.035 14.442 0.089 2.721 0.035 6.911 0.089
C 29.0 157.0 0.25 5.661 0.035 14.379 0.089 2.705 0.035 6.871 0.089
D -29.0 157.9 0.25 5.637 0.035 14.318 0.089 2.760 0.035 7.010 0.089
E 0.0 129.5 0.25 5.605 0.035 14.237 0.089 2.671 0.035 6.784 0.089
F 29.0 102.0 0.25 5.625 0.035 14.288 0.089 2.837 0.035 7.206 0.089
G -29.0 102.5 0.25 5.666 0.035 14.392 0.089 2.892 0.035 7.346 0.089
H 0.0 78.5 0.50 5.873 0.035 14.917 0.089 2.957 0.035 7.511 0.089
I 29.0 53.0 0.25 5.691 0.035 14.455 0.089 2.710 0.035 6.883 0.089
J -29.0 53.5 0.25 5.683 0.035 14.435 0.089 2.727 0.035 6.927 0.089
K 0.0 26.5 0.25 5.633 0.035 14.308 0.089 2.697 0.035 6.850 0.089
L 29.0 1.0 0.25 5.661 0.035 14.379 0.089 2.710 0.035 6.883 0.089
M -29.0 1.2 0.25 5.816 0.035 14.773 0.089 2.910 0.035 7.391 0.089
N 0.0 -25.2 0.25 5.666 0.035 14.392 0.089 2.723 0.035 6.916 0.089
O 29.0 -51.1 0.50 5.666 0.035 14.392 0.089 2.731 0.035 6.937 0.089
P -29.0 -51.0 0.50 5.451 0.035 13.846 0.089 2.447 0.035 6.215 0.089
Q 0.0 -76.9 0.50 5.686 0.035 14.442 0.089 2.795 0.035 7.099 0.089
R 29.0 -101.7 0.50 5.581 0.035 14.176 0.089 2.705 0.035 6.871 0.089
S -29.0 -102.0 0.50 5.633 0.035 14.308 0.089 2.673 0.035 6.789 0.089
T 0.0 -128.0 0.50 5.575 0.035 14.161 0.089 2.642 0.035 6.711 0.089
U 55.5 129.0 1.00 6.728 0.063 17.08912 0.160
V 55 77.0 18 0.000
W 56.5 27.0 1.00 6.510 0.063 16.5354 0.160
X 56.5 -25.0 1.00 6.448 0.063 16.37792 0.160
Y 55 -77.0 18 0.000
Z 55 -129.0 18 0.000

added approx values for v,y,z from 1997 log 10/20/97 p84. On 2/26/03 RN


